


MORE POWER 
MORE DURABLE 
MORE LOAD CAPACITY

105Km/h
Max. Speed

8kW
Engine Peak Power

100Km*
Range

Tested at an average speed of 45 km/h; rider weight 75 kg; with 2 batteries. 

The best electric scooter on the market implements its load 
capacity for a CPx at the highest level.

With the CPx your business 
will be much easier with the 

reverse function, the USB 
charger, the technology, the 

increased load capacity and 
the comfort of this scooter 

allow you to enjoy all roads 
without worries.

ENJOY  
YOUR BUSINESS  

WITH CPX.



LUGGAGE RACK IN
CARBON STEEL

CENTRAL CONTROL SYSTEM
Developed by Super Soco, CPx PRO Cargo has twice the 

carrying capacity of CPx. With a max load weight of 75 kg 

(excluding the rider), CPx PRO Cargo allopws you to make 

more deliveries with fewer trips.  

Carbon steel rear luggage rack, 
safe and strong: has passed 1 
million vibration resistance tests. 
Load capacity at the top of its 
category.

*Optional APP. Request during purchase.

CPX PRO CARGO COMES WITH MANY 
UP-GRADES 

- One-push reverse button, for greater maneuverability  

- Quick and easy to repair, with all major electronic          

components under the front cover, for fast maintenance   

with low operational costs.  

- A more durable frame protection



Vmoto Limited
Level 48, 152-158 St Georges Terrace
Perth Western Australia 6000, Australia

Vmoto Soco International
15, Zhongxing East Road - Lishui Economic Development Zone
Lishui Discrict, Nanjing 21 1200 - Jiangsu Province, China

Vmoto Europe
Boekweitstraat 95-97, 2153 GK 
Nieuw Vennep, The Netherlands

Vmoto Soco Italy
Viale Fratelli Casiraghi, 427
20099 S. San Giovanni
Milan District, Italy

vmotosoco.com

Happiness is a journey

Tested at an average speed of 45 km/h; rider weight 75 kg; with 2 batteries. 

White

Approval L3 (comparable to a 125cc.)

Engine SUPER SOCO Weight 143 kg (net weight)

Power Rating 7000 W LxWxH 2022 mm*757 mm*1450 mm

Maximum power 8000 W (Maximum peak power) Wheelbase 1366 mm

Battery model ATL softcore battery Ground Clearance 154 mm

Battery capacity 60V/45 Ah (Optional with 2 batteries) Seat height 925 mm (R Point)

Charging time 3.5 h (single battery) Rim Fr. MT 2.15-16 / Rr. 2.5-14

Output current 15 A Tires Front 100/80-16 | Rear 110/80-14

Input voltage 220-240VAC Suspension Hydraulic damping system

Autonomy 100 km* Brakes CBS (Fr./Rr. Disc)

Max. Speed 105 km/h Torque 200 Nm

Climbing angle  ≤ 20O Colours White

TECHNICAL INFORMATION


